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Configuring the Epson Stylus Pro 4450

Printer Driver for Subli-Print .1CC Profiles

1. On the PC desktop, click Start then select Printers and
Faxes as shown to the right:

‘a Internet
! Mozilla Firefox

)| E-mail
ﬂ Microsoft OFfice Qutlook

‘é Internet Explorer

Kl Microsoft Excel

‘J My Documents

Lné My Recent Documents »
j My Pictures

J My Music

:}5 My Computer

j,l Microsoft Access
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-k Adobe Acrobat 6.0 Standard
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~\ MNotepad

Corel Draw
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Corel PHOTO-PAINT 12

‘J My Network Places
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@ Set Program Access and
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,;) Search
7= Run...

Beak Dell Solution Center

All Programs  »

Log OFf @ Shut Down

2. Right click on the Epson Stylus Pro 4400/50 Printer Icon
and select Properties from the context menu.

Pro 4000 Pro 4000 Pro 4400

(Copy 13

==
Eile Edit V¥iew Favorites Tools Help ‘ l';'
Dek - € - [T | ) search Faders | | 57 X 16) ‘ -

address IEV‘J Prinkers and Faxes FEso

Add Printer  EPSOM Stylus EPSOM Stylus  EPSON Stylus  EPSON Stylus  EPSON Stylus  PDFCrestar

Pro 4800

Pro 7800

**For Windows XP users Only **
This is the first screen that will pop-up. Click on Printing
Preferences to get to the next screen.

& EPSON Stylus Pro 4400 Properties x|
Calor Management I Security I “Wersion [nformation I
General | Sharing | Faits | Advanced

-
@ EPSON Stylus Pro 4400
Location: I
Comment:
Model: EPSON Stylus Pro 4400
Features
Calor: Yes Paper available:

Double-sided: Yes
Staple: No

Speed: Unknown

Letter 8142211 in

t aimum resalution: Unknawn ﬂ
—> PFrinting Preferences I PFrint Test Page I
ok I Cancel | Apply |

3. Click on the Main tab to show the screen you will be
working in.

4. Under Mode, select the Custom option.

5. Then click on the advanced tab to setup the necessary

options for Subli-Printprofiles.
21x|

& EPSON Stylus Pro 4400 Printing Preferen

@T |Q§ Paperl “B La_uoutl &5 Utihtyl

Media Type
IPhoto Quality Ink Jet Paper j

LE[ll[ 81/2511in

LColar
| Color/Btw Phota =l
~Mode

ICustomSettings 4 j
5—> Advanced... |

Mormal - 360dpi
Calor Contrals
MiciowWeave : Super

High Speed : Off
4
Yersion 5.50 ™ Print Prexiew PFrint Assistant |
(1.4 I Cancel | Apply | Help |

6. Select the settings as shown below:

Media Type: Photo Quality Ink Jet Paper

Color: Color/B&W

Print Quality: Fine 720dpi

Printer Color Management: Off (No ColorAdjustment)
Microweave: Presetto On

High Speed: On

Flip Horizontal: On

Finest Detail: On

~4
H=cialipe —— &8 Printer Color Management
£ Color Controls
# Color 1‘  PhotoEnhance
|ColarBtw | =] | & Oif (Mo Color Adstment] dfmms
oo

& Pint Quality [Fine - 720dpi |

& | Micro/=ays
¥ Superly)

I High Speed (—
T2 Flip Horgantal =

I Finest Detall 4=

™ Edae Smoothing

Eaperl:nnhgl EaveSatlmgsl o |

Cancel | Help |

7. Once settings are complete, click on the Save Settings
button to save these options so this process doesn’t have to be
completed each time printing is done.

Note: Please be advised that the above driver settings may appear different from Windows 2000,
XP and Vista. Also driver release versions can appear different to the above.



Configuring the Epson Stylus Pro 4450

Printer Driver for Subli-Print .1CC Profiles

8. Type Subli-Print in the Name Field and click Save.
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Transfer Technology

Note: You don’t have to use Subli-Print as the name for this setting; you can use any name that will work for your process.

List :
Marne : l Subli-Print

Expart | Import |
[elete | Cloze |

9. Once you have your name saved and it is showing in the list window, click on close to return to the previous screen.

10. Click on OK under the Advanced Tab to close that window. Then click on OK under the printing preferences window to

complete this task.

The previous settings are ideal for printing/transferring

onto hard substrates such as

Ceramics, Metal, all Hardboard, etc. For softer substrates, the driver can be setup to print faster
using alower resolution setting.

To add this setting, go through Steps 1-5. For step 6, select
the settings below.

Media Type: Photo Quality Ink Jet Paper

Color: Color/B&W

Print Quality: Normal 360dpi

Printer Color Management: Off (No Color Adjustment)
Microweave: Preset to On

High Speed: On

Flip Horizontal: On

Finest Detail: On

A Media Type _6 Printer Color Management —————
IF'tho Quality Irk Jet Paper j @ Bl Bl
%Eﬂlof T " PhotoEnhance
|CaorBaw | || & Off [N Color Adjustment) {-
ICM

\f Print Quality || E eIl

@i’ ¥ Microw/eave T

¥ | Superzl

:"‘;l' High Speed {—

bl Flip Harizantal {—

C’II‘ Finest Detai {—

1@!‘ Edge Smaathing

Paper Config | Save Seftings | Ok I Cancel Help

When using the lower resolution settings for softer
substrates, you may need to increase the color density
when printing solid filled images. Todo this, click on the
Paper Config button on the Advanced screen and increase
the Color Density to around 20% and click on OK.

Paper Configuration

— Calar Density
50 .............................. P 2 W )
— Diying Time per Print Head Pa: V
J
! : . [0 inisec)
— Paper Feed Adjustment
. ! . [0 pmz
-7 70
— Paper Suction
=
Standard -1 -2 -3 -4

Paper Thickness |2_ [0.1 )
Cut tethad I Standard - l
Platen Gap IﬁUlD - l
Eject Roller Type Ih
Drefault | ITI Cancel | Help |

To save this setting follow steps 8-10.

*** Note - Be sure to use a different Name for this setting
so that you don’t over write the previous options.***



Setting up CorelDRAW 10 +

Before you start this section you will need to download the Xpres Subli-Print colour profile from the Xpres website.
The address is www.xpres.co.uk/tech_support/downloads You can also find the profile on the Subli-Print CD supplied with
the bulk feed system. This disk can also be sent out upon request.

Close CorelDRAW. When you have downloaded the 'Subli_Print_4450_V1.icm' colour profile, right click on it and
choose 'Install Profile' from the top of the menu. Note: The profile will install automatically and will not give any feedback.
Also on some systems you will not be able to see the 'Install Profile’ option. If this is the case change the .ICM extension
to .ICC then re-try.

Start CorelDRAW and click on Window > Colour Palettes. Tick the 'Default RGB palette'. Repeat the process then
un-tick 'Default CMYK palette'. Now click on Tools > Colour Management. You will now see the colour management
dialogue box appear as in diagram 1 below.

Diagram 1 (%)

Color Management

1». __l'ﬁa'

Generic Profile -
For CoreIDRAW X3,
ensure you select RGB o 3
under the 'color mode L "'h? j'
used for effects' section '__ ’\ /

Internal RGE - Fraser (1995}

at the bottom on the
colour management Subli_Print_4450 _¥1 - Model unspec. Generl et separations profile . W

console. 3 / \E 4

—

Generic Profile

5\3 N3
Style: .lSuI.JIil—Priljt v E] [ Ok l [ Cancel ] [ Help ]

First, all the (Orange/Grey) arrows need to be set as shown above. To change the colour of the
arrows (Orange colour switched on, Gray colour switched off). To turn the arrows on or off just click
on the arrow itself.

1. Configure Import-Export Settings: Click on the image of the paper to bring up the window shown
below (diagram 2). This window configures how CoreIDRAW handles files that are imported to a
document.

Diagram 2

Advanced Import/Export Settings E|

Irnpork

LA — Click Import: Always covert Using- Select Internal RGB Fraser
I there is no embedded profile, use: (1 998) from the drop dOWn menu.

Always convert using
|Internal RiGE - Fraser (1996)

1‘\

Click Export: Always embed using- Select Internal RGB Fraser
(1998) from the drop down menu.

() Ignore embedded 10C profile

Exporkt H
Click OK.
mbed Internal RGE profile
Always embed using I
|Internal RGE - Fraser (1998) -

() Do not embed ICC profiles

[ oK l[ Cancel ]

2. Composite Printer: Select the Subli_Print_4450_V1 printer profile. Note: if you cant choose the
Subli_Print_4450_V1 from the drop down menu means the ICC profile is not yet installed on your
pc or you may not have restarted Corel since the ICC installation. Close and re-launch Corel.




3. Monitor: Select the ICC profile for your monitor (If you also have Adobe Photoshop on your system
you can select the profile you created in Adobe Gamma). You may also check out the website of your
monitor manufacturer for ICC profiles for your particular monitor. If you do not have an ICC colour
profile use the 'Generic Profile' instead.

4. Internal RGB Space: Select Internal RGB Fraser (1998)

5. Save your settings: Click the + button and name your settings Subli-Print then Click OK.

CorelDRAW's colour management is now setup. You can now work with your images as normal.

Printing with the Subli-Print ICC profile

When you have your image ready on screen, click file > print. You will now see the print dialogue
box below (diagram 1).

Diagram 1

.&neml.mgmm\Pm[m [ € 1issue

= — \“ "/
Name: EPSON Stylus Pro 4400 T Frop

Type: EPSON Stylus Pro 4400 ‘ ’T F

Status: Ready

Where: LPT1:
Comment: [Cprinttofie (¥

Print range Copies
@ Current document () Documents Number of copies: 1 B

() Current page () Selection
3 3
- [l (e

Print style: | Custom (Current settings not saved) v | saveds.. |

14 4]0» | ¥ [pages

[ prnt Prevew ] [«1) [ et || comcel || et |[ Hep |

The Epson 4400 properties will now show (diagram 2). Ensure the Subli-Print setting is highlighted.
If it is not click on 'Subli-Print' from the drop down list. Then click OK.

Now click on the Misc tab (diagram 3) and ensure the Subli_Print_4450_V1 is ticked.
Note: Ensure the 'Apply ICC profile' is un-ticked when using other printers.

Now click the print button.

— 2 Print
| General | Layout | ) | Preprmsl Misc o llssue‘
— Apply ICC profile:
Media Settrngs d (Subli_Print_4400_V1 - Model unspecified)
Meds Type : | Photo Qualty Ik Jet Paper  Custom Seting: [ Print job information sheet
Coloe Color/BW Photo - Paper Config, e
Prit Qualty : | Qualty Oplions - Frint vectors @ Full color
Mode : Adomatic @ Custom Print bitmaps () All colors as black
Mo Color Adwstment = T Print text [ print all text in black (©) Al colors as grayscale
Fit printer's marks and layout to page
Paper Settings
Saurce Paper Tray ] [ Pontabe Avea.. Bt
Output color bitmaps as: RGB = .
Sire : (A4 2102297 mm v| [ User Defined... [T Calor:
Borderess Fountain steps: 256 = [ Grayscale:
Ik Lavels
(7] Poet Preview [ Rasterize entire page (DPT): 400 O Monochrome:
g ; 1 ' 14)(4](»][m [Page s -
) i) [ oo ) (e
MK C M Y [l
Rese Defauts(1) ShowSetings.. | [ Mamal | Vemon§50 ‘
| Coned [ e |




CHARGING THE PRINTER WITH INK

Please read this section carefully before proceeding.

The Epson 4400 is shipped with 4 seper ate cartridges. These are listed lto 4
in the left hand ba yonly .

1. Matte Black 2. Cyan 3. Magenta 4. Yellow

The genuine Epson inks supplied with the printer are not required, please store these
with y our printers documentation for future use.

Do not insert the original Epson inks into ba ys 1,2,3 and 4. Only insert the Subli-Print
cartridges into these ba  ys.

1. Turn the printer on by pressing the power button. After a short time 'NO INK CR TG
appearsonthe L CD.

2. Open the ink compartment co vers and r aise the blue ink lev ers.

3. Remo ve the Subli-Print ink cartridge from its pack and then shak e ink cartridge
for best results.

4. Insert the cartridge into the slots using the configur ation abo ve, or the ink assignment
guide below . Incorrect installation of cartridge could damage the printer

5. After inserting all ink cartridges in their corresponding slot, lower the ink lev ers.
The printer will now start the initial charging.

6. After appro ximately two minutes, ink lev er messages appear onthe L  CD. Raise
or lower the ink lev  ers accordingly until 'READ  Y'appearsonthe L CD, which indicates
initial ink charging is completed.

INK ASSIGNMENT GUIDE

&~ MOTIFA

Xpres Subli-Print
Sublimation Inks



Working with templates

In this section you will learn how to open a sublimation template, import an image and use the power clip tool to fit the
image to the template. For this exercise we will use the 9cm? square coaster.

If you have had an installation by an Xpres engineer, you will find the templates in a folder on your desktop called "Xpres'.
Otherwise you can either download these from the Technical Support section of our website
www.xpres.co.uk/tech_support/downloads You can also find these on the Xpres Technical CD, and Subli-Print CD.

Click File > New From Template (diagram 1), click on the 'Browse' tab then point it towards where your Sublimation
templates are stored. Select the 'Coaster square.cdt' then click OK.

Diagram 1 Diagram 2
New From Template 3]

[ FullPage | [ Label | B Envelope | [l side-Fold | 5 wen | (B ggowse

3 CorelDRAW Sublmation Tem ¥

™ 15210 Metal.ct ™ Desk Chock Face Round,cdt
¥ 18213 Metal.cdt ™ Docr & Table signs.cdt |
P 20415 Metal.cdt ] Fridge Magners, et |
] 30-96 pexce 25x17.5am Igsaw.cdt [ ID Badges.cdt !
™ 60 paice 36x25cm Jigsaw, ook ™) ¥ey Rings.cdt

P Coaster 9x3 round new.cd: ™ Large Door Hanger .cdt

P Large ID Badges.cdt
I_ Select

template

LS * | [Fincude graphics

2
o)

You will now see six square coaster templates open as in diagram 2. For this exercise we will work with one only.
Click on one of the coaster templates and hit the delete button on the keyboard. Repeat this process until you are
left with one. Click and drag the template to the centre of the page (diagram 3).
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Import your image by clicking on File > Import. Select your image from the browse window and click the import button.
You will now see you image as in diagram 4. Click on the corner selection handles to down size the image slightly larger
than the template, as in diagram 5 below.

Diagram 5

Diagram 6
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Click on Effects > Power clip > Place inside container. You will now see a large black arrow appear, click on the edge or

inside to power clip the object to the template. You will now see the image appear inside (fitted) to the template as in
diagram 6.



Working with templates continued

If your image does not fit the power clip correctly first time, right
click on the image and choose 'Edit Contents' from the drop down
menu (diagram 1). You can also click on Effects > Power Clip >
Edit Contents. Drag the image (you will see the image and the
template on the screen) until you have it in the right place. You can
even re-size the object in the 'Edit' state. When you are happy with
the image placement, right click and choose 'Finish Editing This
Level', from the drop down menu. You can also access this by
clicking on Effects > Power Clip > Finish Editing This Level.

Your image is now ready to print. Refer to page 4 on
printing with the .ICC colour profile.

Tips on using templates

All Xpres Sublimation templates are slightly larger than the actual substrate. You can leave the border of the template
visible as this helps to line up the substrate before taping it onto the transfer paper (use XP6006 Heat Tape to secure

the substrate to the transfer paper).

The only template you cannot leave the border on is the mug template as this will show up when printed.

To duplicate your image once fitted to the template refer to page 10 on duplicating objects

Sublimation paper usage and tips

XP4072a (A4) & XP4073a (A3) XP4047 (A3+) is used for all hard surface and fabric substrates.

Print onto the bright white side only.

Diagram 1
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Introducing CorelDRAW

& its tools

CorelDRAW is an extremely powerful program of which you will probably only need to use half
of the tools and features of the program. In this section we will introduce you to the tools in
CorelDRAW and what they do and also take you through the most common tasks you will need
to complete in CorelDRAW.

Below is an image of the toolbox in CoreIDRAW with explanations of the tools based on Corel 11.

_ [Q Pick Tool Each of the tools shown here except the Pick tool and the Text tool
(,.'L' Shaping Tools have extra tools hidden in what are called flyout menu's, to access
.;,@‘ a fly out menu hold the left mouse button down on the corresponding

4| Zoom Tools button and the menu will pop out allowing you access to the extra

“%,| Drawing Tools tools.

[l,| Rectangle Tools Each of the flyout menus are shown below giving you a breakdown
o . of where all the tools are stored, on the next page we will go over the
Y| Ellipse Tools . .
. most common tools and their functions.
O, Polygon Tools
. Shaping Tools
%), Basic Shapes Tool

&y | Text Tool ff} A é/'hd % S

E' Int tive Tool In order:

4 nteractive fools Shape Tool, Knife Tool, Eraser Tool, Smudge Brush, Roughen Brush,
"P‘ Eyedropper Tools Free Transform Tool
ﬁ, Outline Tool Zoom Tools Drawing Tools
. 29 eeEeR AR

@, Fill Tool

& . . In order: In order:

| Interactive Fill Tool Zoom Tool, Pan Tool ~ Freehand tool, Bezier Tool, Artistic Media Tool, Pen Tool,
Polyline Tool, 3 Point Curve, Interactive Connector,
Dimension Tool

Rectangle Tools Ellipse Tools Polygon Tools Basic Shapes Tools
[ R | @ [CEB® S R=SChARS
In order: In order: In order: In order:

Rectangle Tool, Ellipse Tool, Polygon Tool, Basic Shapes Tool, Arrow Shapes Tool,

3 Point Rectangle 3 Point Ellipse Tool Graph Paper Tool, Flowchart Shapes, Star Shapes, Callout Shapes

Spiral Tool

Interactive Tools Eyedropper Tools Outline Tool
FERSFD Y EX: S 'ﬁﬁx—z————-_-:‘:

In order: In order: In order:

Blend Tool, Contour Tool, Eyedropper Tool, Outline Pen Tool, Outline Colour Tool, No outline,
Distortion Tool, Envelope Tool Paintbucket Tool Various widths of line, Colour Docker Window
Extrude Tool, Shadow Tool,

Transparency Tool
Interactive Fill Tools Fill Tool
2 4 PLETLRE
In order: In order:

Interactive Fill, Mesh Fill Fill Tool, Fountain Fill, Pattern Fill, Texture Fill,

Postscript Fill, No Fill, Colour Docker Window



CorelDRAW's most common tools

The Pick Tool

This is the main tool that you will use in CoreIDRAW, it is used for manipulating anything onscreen
in the main window and also for selecting and using any of the other tools, holding the left

mouse button and dragging a box will select anything within the area that you drag over, clicking
an object onscreen with a single left mouse button click will select individual objects.

The Zoom Tool

When you select the Zoom tool your cursor will change to a magnifying glass with a plus sign in
the lens, to zoom in on an are click the left mouse button, to zoom out click the right mouse
button, to zoom in on a certain area click and drag around the area with the left mouse button
and you will zoom to the selected area.

The Bezier Tool

Open the Curve flyout and click the Bézier tool . Click where you want to place the first node,

and drag the control point in the direction you want the curve to bend. Release the mouse button.
Position the cursor where you want to place the next node, and drag the control point to create the
curve you want. Double-click to finish the curve.

The Shape Tool

This tool is used in conjuntion with the Bezier Tool to curve lines.
This tool can also be used to alter the shapes of objects and to change the spacing on text.

The Rectangle, Ellipse, Polygon & Basic Shapes Tools
All of these tools work on a very simple basis in that you clickand hold the left most button down
and drag out the shape that you would like to the sizes you require.

The Text Tool

Simply click on screen with this tool and then type as normal with the keyboard, you will see that
you have all the standard options at the top of the screen such as font type and size as well as
the standard formatting options.

The Outline Tool

This tool lets you change the properties of any object on screen to change the width of the
outside edge by selecting the object first with the Pick tool and then choosing the Outline tool
to make your changes.

The Fill Tool

The Fill tool works in exactly the same way as the Outline Tool but alters the properties of the
inside of an object i.e the colour fill of it, by selecting the object first then choosing the Fill tool
to make your changes.

The Interactive Tools
These tools are a collection of tools that will allow you to add artist effects to any object in the
main CorelDRAW window such as shadows, contours and transparencies etc.

Common CorelDRAW tasks

Grouping & Ungrouping

CorelDRAW allows objects to be grouped with other objects this means that when one object is
moved or resized and other objects grouped with it will also have the same action applied to them.
To group objects, use the pick tool to select the objects and either go to your arrange menu, then
select "Group" or click on the button in the menu bar labeled "Group", to Ungroup do the same
action but select the "Ungroup" option.



Common CorelDRAW tasks continued

Sizing images

There are many ways to resize an object in CoreDRAW. You can click and drag the selection handles around the object
by using the | [ | pick tool.

i 54,458 mm | ®¥64.515mm| [100.0| % & | Property bar . . .
0

v |358.95 mim % 3535 mm 100,

TN

a4

Object . Non-proportional | -

je Object | Scale propors ﬁ
position size factor scaling/sizing ' s Selection
on page ratio u u handles

You change the dimensions of an object proportionally by preserving its aspect ratio. You can size an object’s dimensions
by specifying values or changing the object directly. Scaling changes an object’'s dimensions by a specified percentage.
You can change an object’s anchor point from its centre to any of its eight selection handles.

You can also click on the object you wish to re-size and type in the object size box. If you lock the non-proportional scaling/
sizing ratio the width and height of the object will scale/size in proportion. If you un-lock it, you can make the object any size
you wish.

Duplicating objects

** TransFormation

There are a couple of ways you can duplicate objects on CoreIDRAW. The easiest but = e
not that accurate in terms of plotting your design out is to select the object with the

pick |[§_| tool, then press CTRL+D. You can then place the image manually on the layout
screen.

Position:

Hi-192.222 -
The accurate way to duplicate objects is to use the Transformation docker window. : =
Click on Arrange > Transformations > Position. The Transformation docker window y:| 0.0 > | mm
will pop up on the right hand side in CoreDRAW. When you select an object the Position,
relative position and the apply buttons will illuminate. The example on the right shows an
object which is selected and ready to be duplicated. To increase or decrease the horizontal
positioning enter the size or click the up/down arrows. This function specifies the

duplication distance from the original object. R e

L i
The relative position option is there to select where you want the duplicated object C O ﬁ
to appear. On the example | have selected the duplicate to appear on the left of the F-F-F

original object. Now click 'Apply To Duplicate' to duplicate the object(s).

l apply To Duplicake ]
From the transformation docker window you can also select Rotate, Scale and mirror, [
Size and skew.

Sublimation printable's hints and tips

Some sublimation printable's (substrates) have a protective coating on which must be removed before pressing.
The most common of these is the desk clocks, all pre-cut metal, hardboard placemat's and coasters. Also check
other plastic products for coatings.

Apply ]

Ensure the substrate is facing up when placed on the heat press and the transfer is face down onto it. If this is not
done you will get a faded or no image transferred to the substrate.

Sublimation mugs differ in time and temperature depending which mug you are using. All times and temperatures
below are based on the Xpres Mug Press 2000.

XP5013 Coated ceramic mugs - Time 3min 30sec at 200°c (increase time to 4min 30sec for top to bottom mug printing).
XP5011 Colour change mugs - Time 3min 30sec at 190°c (increase time to 4min 30sec for top to bottom mug printing).
XP5015 Coated metallic mugs - Time 3min 30sec at 200°c (increase time to 4min 30sec for top to bottom mug printing).
XP5014 Coated porcelain mugs - Time 3min 30 sec at 200°c (top to bottom is not recommended for this type of mug).

XP5013 and XP5014 are dishwasher safe.

Tip: Refer to the Xpres sublimation printables wall chart or product information sheets for times and temperatures for
other products.

10



General troubleshooting and tips

Useful CoreIDRAW tips

To ensure CorelDRAW performs at it's best, click on Tools > Options, click on 'snap to objects' and un-tick the 'snap to
objects on (ALT+Z)". Now click on the + next to 'Text' and click on 'Quick correct'. Un-tick all five boxes.

Depending on your system memory you can increase the memory usage available to CoreIDRAW (default 25%). If
CorelDRAW is sluggish and running out of memory try increasing this (10% increments recommended).

To see the actual size of your text in CorelDRAW (rather than font points) activate the 'Transform' toolbar. Click

on 'Window', scroll down to 'Toolbars' and tick 'Transform'. Drag the toolbar to the top and drop it to place it in the
toolbar cluster.

Print quality on ceramics, plastic, metal etc appears weak?

1. Check the time, temperature and pressure as illustrated in the printing information guide.

2. Ensure you have installed the Xpres Subli-Print profile correctly.

3. Check whether the substrate is facing up on the heat press.

4. If you are printing mugs top to bottom ensure you have pressed them for the correct times and temperatures (see
page 10 for more information).

Subli-T hints and tips

¢ Is the transfer permanent on Subli-T's?
Yes as the process is direct to the polyester.

* When heat applying the press leaves a severe press mark?
The pressure on the heat press is set too high. Reduce the pressure.

Why is the image on mugs blurred after printing?

Ensure you have dipped the mug in water immediately after printing, and/or increase the pressure on the mug press.
The sublimation transfer colour appears very washed out on the transfer?

All sublimation ink appears weak until heat applied, colours will change and become vibrant.

Ensure you have applied the Subli-Print ICC colour correction software. See pages 3-4.

Ensure you are printing onto the correct side of the transfer paper.

For XP4072a/73a & XP4047 Sublimation paper, print onto the bright white side.

Tips on cropping images

After importing your image into CoreIDRAW you may need to crop (down size) the image. There are 2 ways you
can do this.

1. Highlight your image with the pick tool, then click on the shape tool (F10) in CoreIDRAW, hold down the CTRL key
then resize you image by moving the selection handles in the corner of the image. Tip: While in the shape tool you can
also add new node and convert the lines to curves.

2. If you doubile click on the image in CorelDRAW it should launch Corel PHOTO-PAINT. Use the crop tool
to achieve similar results as above. CoreIDRAW X3 has a crop tool # now built in.

Check out the FAQ section on the Xpres website www.xpres.co.uk/tech_support/faq for more hints and tips.
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